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TIME MODE TIME MODE (fig.1) 

Setting the time and the perpetual 
calendar 

The time can only be set in TIME mode.

1. Pull the crown out to position III. The 
second hand moves to a determined 
position to indicate you what you are 
now setting (6 positions): 

45’=AM hour setting 

15’=PM hour setting

30’=Minute setting

55’=Year setting (discs) 

00’=Month setting 

05’=Date setting

2. Press pusher A for the hour setting, 
short press one hour, long press fast 
forward. Make sure that the position 
of the second hand corresponds to AM 
or PM (change of date at midnight and 
not at noon).

3. Press pusher B for the minute 
setting. Correct the minutes with 
pusher A. The seconds will be set to 
zero once you press the crown.

4. Press pusher B for the year setting. 
The year is displayed by the two digits 
located on the two discs at six. Correct 
the year with pusher A.

5. Press pusher B for the month setting. 
The month is displayed by the two 
digits at six. Correct the month with 
pusher A.

6. Press pusher B for the date setting. 
The date is displayed by the two digits 
at six. Correct the date with pusher A.

7. Push the crown back to position II to 
exit the setting mode. The second hand 
will be set automatically to zero.

Note: This is a perpetual calendar, the 
date will be automatically corrected at 
the end of each month up to 2099 (C).

CHRONO MODE (fig. 2)

To move to CHRONOGRAPH mode, press 
the crown to position I twice shortly 
(within <1sec). The hour, the minute, 
the seconds hands and the two discs 
go to zero.

Your chronograph is now ready to start.

Simple and additional timing function  
This function enables the chronometer to 
measure one time, or several consecutives 
times and add them together to show the 
total cumulative time.

1. Move to CHRONO mode by pressing 
twice the crown to position I

2. Set to zero by pushing pusher B

3. Start time 1 by pushing pusher A 
(START)

4. End time 1 by pushing pusher A (STOP)

> Read measured time 1

5. Start time 2 by pushing pusher A 
(START)

6. End time 2 by pushing pusher A (STOP)

> Read time 1 + 2 and so on

7. Reset to zero by pushing pusher B

Note: Whenever you wish, you can display 
the current time in TIME mode by briefly 
pressing the crown twice. This will not 
interrupt the chronograph operation. 
Pushers A and B have no function in time 
mode. Press the crown twice again to 
return to CHRONO mode which indicates 
the time being measured. To return to 
TIME mode, press the crown twice again.

The 1/100th are displayed only when the 
chronograph is stopped (C).
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ČASOVÝ MÓD ČASOVÝ MÓD (OBR.1)

Nastavení času a věčného kalendáře

Čas může být nastaven pouze  
v ČASOVÉM módu.

1. Vytáhněte korunku do pozice III. 
Vteřinová ručka se pohne na předurče-
nou pozici, která vám ukáže, co právě 
nastavujete (6 pozic):

45´= nastavení AM
15´= nastavení PM 
30´= nastavení minut
55´= nastavení roku (disky)
00´= nastavení měsíce
05´= nastavení data

2. Zmáčkněte tlačítko A pro nastavení 
hodin, krátké zmáčknutí posune  
o hodinu, dlouhé zmáčknutí posunuje 
rychle dopředu. Ujistěte se, že pozice 
druhé ručky koresponduje s nastave-
ním AM nebo PM (změna data musí být 
nastavena o půlnoci, nikoli v poledne).

3. Zmáčkněte tlačítko B pro nastavení 
minut. Minuty nastavte s pomocí tlačít-
ka A. Vteřiny budou nastaveny  
na nulu, jakmile stisknete korunku. 

4. Zmáčkněte tlačítko B pro nastavení 
roku. Rok je zobrazen dvěma čísly 
umístěnými na dvou discích nad číslem 
6. Rok nastavte s pomocí tlačítka A. 

5. Zmáčkněte tlačítko B pro nastavení 
měsíce. Měsíc je zobrazen dvěma čísly 
nad číslicí 6. Měsíc nastavte s pomocí 
tlačítka A.

6. Zmáčkněte tlačítko B pro nastavení 
data. Datum je zobrazeno dvěma čísly 
nad číslicí 6. Datum nastavte s pomocí 
tlačítka A. 

7. Zatlačte korunku zpět do pozice II 
pro opuštění módu nastavení. Druhá 
ručka bude automaticky nastavena 
na nulu. 

Poznámka: Toto je věčný kalendář, 
datum bude automaticky nastaveno 
na konci každého měsíce až do roku 
2099 (C). 

CHRONO MÓD (OBR. 2)

TIME MODE TIME MODE (fig.1) 

Setting the time and the perpetual 
calendar 

The time can only be set in TIME mode.

1. Pull the crown out to position III. The 
second hand moves to a determined 
position to indicate you what you are 
now setting (6 positions): 

45’=AM hour setting 

15’=PM hour setting

30’=Minute setting

55’=Year setting (discs) 

00’=Month setting 

05’=Date setting

2. Press pusher A for the hour setting, 
short press one hour, long press fast 
forward. Make sure that the position 
of the second hand corresponds to AM 
or PM (change of date at midnight and 
not at noon).

3. Press pusher B for the minute 
setting. Correct the minutes with 
pusher A. The seconds will be set to 
zero once you press the crown.

4. Press pusher B for the year setting. 
The year is displayed by the two digits 
located on the two discs at six. Correct 
the year with pusher A.

5. Press pusher B for the month setting. 
The month is displayed by the two 
digits at six. Correct the month with 
pusher A.

6. Press pusher B for the date setting. 
The date is displayed by the two digits 
at six. Correct the date with pusher A.

7. Push the crown back to position II to 
exit the setting mode. The second hand 
will be set automatically to zero.

Note: This is a perpetual calendar, the 
date will be automatically corrected at 
the end of each month up to 2099 (C).

CHRONO MODE (fig. 2)

To move to CHRONOGRAPH mode, press 
the crown to position I twice shortly 
(within <1sec). The hour, the minute, 
the seconds hands and the two discs 
go to zero.

Your chronograph is now ready to start.

Simple and additional timing function  
This function enables the chronometer to 
measure one time, or several consecutives 
times and add them together to show the 
total cumulative time.

1. Move to CHRONO mode by pressing 
twice the crown to position I

2. Set to zero by pushing pusher B

3. Start time 1 by pushing pusher A 
(START)

4. End time 1 by pushing pusher A (STOP)

> Read measured time 1

5. Start time 2 by pushing pusher A 
(START)

6. End time 2 by pushing pusher A (STOP)

> Read time 1 + 2 and so on

7. Reset to zero by pushing pusher B

Note: Whenever you wish, you can display 
the current time in TIME mode by briefly 
pressing the crown twice. This will not 
interrupt the chronograph operation. 
Pushers A and B have no function in time 
mode. Press the crown twice again to 
return to CHRONO mode which indicates 
the time being measured. To return to 
TIME mode, press the crown twice again.

The 1/100th are displayed only when the 
chronograph is stopped (C).
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CHRONO MÓD

Pro spuštění CHRONOGRAF módu 
zmáčkněte dvakrát krátce korunku do 
pozice I (během <1 vteřiny). Ručka 
hodin, minut, vteřin a oba disky se 
nastaví na nulu.

Váš chronograf je nyní připravený ke 
spuštění.

Základní a další časové funkce
Tato funkce umožňuje chronografu 
měřit jeden čas nebo několik po sobě 
jdoucích časů, které sečte do celkové-
ho kumulativního času.

1. CHRONO mód spustíte dvojím 
zmáčknutím korunky do pozice I
2. Zmáčknutím tlačítka B nastavíte 
nulu

3. Čas 1 spustíte zmáčknutím tlačítka 
A (START)

4. Čas 1 ukončíte zmáčknutím tlačítka 
B (STOP)
> přečtěte naměřený čas 1
5. Čas 2 spustíte zmáčknutím tlačítka 
A (START)

6. Čas 2 ukončíte zmáčknutím tlačítka 
A (STOP)
> přečtěte čas 1 + 2 a tak dále
7. Měření vynulujete zmáčknutím 
tlačítka B
Poznámka: Kdykoliv si přejete, můžete 
zobrazit aktuální čas v ČASOVÉM módu, 
když dvakrát krátce zmáčknete 
korunku. Toto nijak nepřeruší chod 
chronografu.
Tlačítka A a B nemají v časovém módu 
žádnou funkci. Dvojím zmáčknutím 
korunky se vrátíte zpět do CHRONO 
módu, který vám ukazuje čas, který 
měříte. Pro návrat do ČASOVÉHO módu 
opět dvakrát zmáčkněte korunku. 
1/100 se zobrazuje pouze, když je 
chronograf vypnutý (C). 


