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USING YOUR I.N.O.X. BUMPER (fig. 2) 

-  To attach the bumper to your watch, 
start to push it from the crown side 
with a slight pressure until you hear  
a “click”. To remove the bumper,  
start from the non-crown side,  
putting your middle- and forefinger  
on the back of the bumper. 

-  Use your bumper to change the look  
of your watch.  

-  Put the bumper on your watch  
to protect the case against scratches 
during outdoor activities.  
Please note that the case is not 
scratch-proof.

WHAT TO CONSIDER

-  This watch is made to last and is 
therefore very robust. Nevertheless it is 
not indestructible. 

-  If the watch is dropped or suddenly 
stops working, the hands may become 
stuck. Pull out the crown to position III 
and turn the hands manually in order 
to make it run again.  

-  After a considerable fall, the bezel  
may come off. Your watch will still 
remain functional and waterproof. 
Simply reattach the bezel to the case. 

SETTING THE TIME AND DATE (fig. 1)

Timepiece indications:

A. Hours 
B. Minutes 
C. Seconds 

D. Date

1.  Your watch is fitted with a screw-
down crown. Use your thumb and 
forefinger to apply mild pressure to 
the crown, while turning it towards 
you to release/unscrew it. 

2.  Pull out the crown to position III.  
The seconds hand (C) will stop.

3.  Turn the crown to the desired time.
Remember, the date advances at 
12:00 midnight, not 12:00 noon.

4.  Push the crown back to position I. 
Pull out the crown to position II  
(the watch continues to run). 

5.  Turn the crown clockwise to the 
desired date (D). 

6.  Push the crown back into position I. 
Make sure to screw down the crown 
with a slight pressure while turning 
the crown away from you.

Note: To avoid any damage to the 
movement, do not perform the DATE 
SETTING between 9:00 p.m. and 3:00 
a.m. when the date mechanism is in 
action.

ČAS, DATUM A FUNKCE HODINEK NASTAVENÍ ČASU A DATA

Popis hodinek:

A. Hodiny
B. Minuty
C. Vteřiny 
D. Datum 

1.  Hodinky jsou vybaveny  
šroubovací korunkou. Palcem  
a prostředníčkem lehce zatlačte 
na korunku a otáčejte směrem 
k sobě, abyste korunku povolili. 

2.  Vytáhněte korunku do pozice III. 
Vteřinová ručka (C) se zastaví. 

3.  Otáčejte korunkou, dokud ne-
dojdete k požadovanému času. 
Nezapomeňte, že datum se mění 
o půlnoci (0:00), ne v poledne 
(12:00). 

4.  Zatlačte korunku zpět do pozice I.  
Vytáhněte korunku do pozice II. 
(hodinky stále jdou). 

5.  Otáčejte korunkou, dokud nedo-
jdete k požadovanému datu (D). 

6.  Zatlačte korunku zpět do pozice 
I. Korunku zajistíte jejím otáče-
ním od sebe. 

Poznámka: Abyste se vyhnuli 
poškození strojku, neprovádějte 
úpravu data mezi 21.00 a 3.00 
hod., když je mechanismus v běhu. 
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-  Bumper navlíkejte od strany  
s korunkou, dokud neuslyšíte 
zvuk kliknutí. Bumber stahujte  
od strany bez korunky. 

-  Využívejte bumber ke změně 
vzhledu hodinek 

-  Nasazujte bumper jako ochranu 
proti škrábnutí při venkovních 
aktivitách. Mějte na paměti, 
že pouzdro není odolné proti 
škrábancům. 

-  Hodinky jsou velmi robustní, aby 
vydrželi velmi dlouho, nicméně 
nejsou nezničitelné. 

-  Pokud hodinky upadnou na 
zem, nebo najednou přestanou 
jít, mohou být zaseknuté ručky. 
Vytáhněte korunku do pozice III  
a otočte ručkami manuálně. 

-  Po silném nárazu může odpadnout 
korunka. Hodinky budou stále 
fungující a vodotěsné. Jednoduše 
přidělejte lunetu zpět k pouzdru.

JAK POUŽÍVAT I.N.O.X. BUMPER BERTE PROSÍM V ÚVAHU:
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